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machine will depend on the type of machine. For example,
portable machines such as mobile phones will likely include
a touch input device or other such input mechanisms, while
a headless server machine will likely not include such a
touch input device. It will be appreciated that the input/
output (I/O) components 850 may include many other
components that are not shown in FIG. 9. The input/output
(I/O) components 850 are grouped according to functional-
ity merely for simplifying the following discussion and the
grouping is in no way limiting. In various example embodi-
ments, the input/output (I/O) components 850 may include
output components 852 and input components 854. The
output components 852 may include visual components
(e.g., a display such as a plasma display panel (PDP), a light
emitting diode (LED) display, a liquid crystal display
(LCD), a projector, or a cathode ray tube (CRT)), acoustic
components (e.g., speakers), haptic components (e.g., a
vibratory motor, resistance mechanisms), other signal gen-
erators, and so forth. The input components 854 may include
alphanumeric input components (e.g., a keyboard, a touch
screen configured to receive alphanumeric input, a photo-
optical keyboard, or other alphanumeric input components),
point based input components (e.g., a mouse, a touchpad, a
trackball, a joystick, a motion sensor, or another pointing
instrument), tactile input components (e.g., a physical but-
ton, a touch screen that provides location and/or force of
touches or touch gestures, or other tactile input compo-
nents), audio input components (e.g., a microphone), and the
like.

In further example embodiments, the input/output (1/O)
components 850 may include biometric components 856,
motion components 858, environmental components 860, or
position components 862, among a wide array of other
components. For example, the biometric components 856
may include components to detect expressions (e.g., hand
expressions, facial expressions, vocal expressions, body
gestures, or eye tracking), measure biosignals (e.g., blood
pressure, heart rate, body temperature, perspiration, or brain
waves), identify a person (e.g., voice identification, retinal
identification, facial identification, fingerprint identification,
or electroencephalogram based identification), and the like.
The motion components 858 may include acceleration sen-
sor components (e.g., accelerometer), gravitation sensor
components, rotation sensor components (e.g., gyroscope),
and so forth. The environmental components 860 may
include, for example, illumination sensor components e.g.,
photometer), temperature sensor components (e.g., one or
more thermometers that detect ambient temperature),
humidity sensor components, pressure sensor components
(e.g., barometer), acoustic sensor components (e.g., one or
more microphones that detect background noise), proximity
sensor components (e.g., infrared sensors that detect nearby
objects), gas sensors (e.g., gas detection sensors to detection
concentrations of hazardous gases for safety or to measure
pollutants in the atmosphere), or other components that may
provide indications, measurements, or signals corresponding
to a surrounding physical environment. The position com-
ponents 862 may include location sensor components (e.g.,
a Global Position System (GPS) receiver component), alti-
tude sensor components (e.g., altimeters or barometers that
detect air pressure from which altitude may be derived),
orientation sensor components (e.g., magnetometers), and
the like.

Communication may be implemented using a wide vari-
ety of technologies. The input/output (I/O) components 850
may include communication components 864 operable to
couple the machine 800 to a network 880 or devices 870 via
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a coupling 882 and a coupling 872 respectively. For
example, the communication components 864 may include
a network interface component or other suitable device to
interface with the network 880. In further examples, the
communication components 864 may include wired com-
munication components, wireless communication compo-
nents, cellular communication components, Near Field
Communication (NFC) components, Bluetooth® compo-
nents (e.g., Bluetooth® Low Energy), Wi-Fi® components,
and other communication components to provide commu-
nication via other modalities. The devices 870 may be
another machine or any of a wide variety of peripheral
devices (e.g., a peripheral device coupled via a Universal
Serial Bus (USB)).

Moreover, the communication components 864 may
detect identifiers or include components operable to detect
identifiers. For example, the communication components
864 may include Radio Frequency Identification (RFID) tag
reader components, NFC smart tag detection components,
optical reader components (e.g., an optical sensor to detect
one-dimensional bar codes such as Universal Product Code
(UPC) bar code, multi-dimensional bar codes such as Quick
Response (QR) code, Aztec code, Data Matrix, Dataglyph,
MaxiCode, PDF417, Ultra Code, UCC RSS-2D bar code,
and other optical codes), or acoustic detection components
(e.g., microphones to identify tagged audio signals). In
addition, a variety of information may be derived via the
communication components 862, such as, location via Inter-
net Protocol (IP) geo-location, location via Wi-Fi® signal
triangulation, location via detecting a NFC beacon signal
that may indicate a particular location, and so forth.

Throughout this specification, plural instances may imple-
ment components, operations, or structures described as a
single instance. Although individual operations of one or
more methods are illustrated and described as separate
operations, one or more of the individual operations may be
performed concurrently, and nothing requires that the opera-
tions be performed in the order illustrated. Structures and
functionality presented as separate components in example
configurations may be implemented as a combined structure
or component. Similarly, structures and functionality pre-
sented as a single component may be implemented as
separate components. These and other variations, modifica-
tions, additions, and improvements fall within the scope of
the subject matter herein.

The embodiments illustrated herein are described in suf-
ficient detail to enable those skilled in the art to practice the
teachings disclosed. Other embodiments may be used and
derived therefrom, such that structural and logical substitu-
tions and changes may be made without departing from the
scope of this disclosure. The Detailed Description, therefore,
is not to be taken in a limiting sense, and the scope of various
embodiments is defined only by the appended claims, along
with the full range of equivalents to which such claims are
entitled.

As used herein, the term “or” may be construed in either
an inclusive or exclusive sense. Moreover, plural instances
may be provided for resources, operations, or structures
described herein as a single instance. Additionally, bound-
aries between various resources, operations, modules,
engines, and data stores are somewhat arbitrary, and par-
ticular operations are illustrated in a context of specific
illustrative configurations. Other allocations of functionality
are envisioned and may fall within a scope of various
embodiments of the present disclosure. In general, structures
and functionality presented as separate resources in the
example configurations may be implemented as a combined



